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PRODUCT 
DETAILS

Statshield® Standard 
Metal-In Bag

Statshield® Standard 
Metal-Out Bag

Statfree® Ultra 
Clear Bag

Statshield®

Foil MBB Bag
Statshield® Standard 

MBB Bag
Statshield® High 

Puncture MBB Bag
Static Shielding 

Bubble Bag
Surface Resistance: 
Exterior 
(per ANSI/ESD STM11.11)

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 108 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

Surface Resistance: 
Interior
(per ANSI/ESD STM11.11)

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

1 x 104 to 
< 1 x 1011 ohms

ANSI/ESD S11.4 Level Level 3 Level 3 Level 5 Level 1 Level 2 Level 2 Level 3

Discharge Shielding 
Energy Test
(per ANSI/ESD STM11.31)

 <20nJ  <20nJ  N/A  <10nJ  <10nJ  <10nJ  <20nJ

Thickness: Typical Value 
Nominal: ±10%
(MIL-STD-3010 METHOD 1003)

 0.0030"
(0.0762mm)

 0.0030"
(0.0762mm)

 0.0035" 
(0.0089mm)

 0.0040" 
(0.1016mm)

 0.0035" 
(0.0089mm)

 0.0065" 
(0.1651mm)

 0.0065" 
(0.1651mm)

Puncture - Average
(per MIL-STD 3010 2065)

 >12 lbs  >12 lbs  >19 lbs  >27 lbs  >20 lbs  >30 lbs  >25 lbs

Moisture barrier MVTR
(per ASTM F1249)

 N/A  N/A 0.35
(gms / 100 in2 /          
24 hrs, 100°F)

(gms / 100 in2 /          
24 hrs, 100°F)

Test Report

(gms / 100 in2 /          
24 hrs, 100°F)

Test Report

(gms / 100 in2 /          
24 hrs, 100°F)

Test Report

N/A

Non- corrosive
(per FTMS 101C/4046)

 Pass  Pass  Pass  Pass  Pass  Pass  Pass

Silicone
(ASTM E168)

Not Detected Not Detected Not Detected Not Detected Not Detected Not Detected Not Detected

HEAT SEALING 
CONDITIONS:

(Temperature)
(Time- Dwell)
(Pressure) 

250-375°F
0.56 -3.5 sec

40-80 psi

250-375°F
0.56 -3.5 sec

40-80 psi

250-375°F
0.56 -3.5 sec

40-80 psi

375-475°F
0.56 -3.5 sec

40-80 psi

350-475°F
0.56 -3.5 sec

40-80 psi

350-475°F
0.56 -3.5 sec

40-80 psi

Not
Recommended

BAG SELECTION CHART

Standards:  Meets the requirements of ANSI/ESD S20.20, Packaging Standard, ANSI/ESD S541, and Static Control Bag ANSI/ESD S11.4.

RoHS 2 and REACH Compliance Statement
None of the RoHS 2 restricted materials or REACH substances of very 
high concern as of 2013/06/20 are intentionally added in manufacturing this 
product. Ref: European Union Directive 2011/65/EU and Regulation (EC) No. 
1907/2006/CE. See Desco Limited Warranty at Desco.com.

Statshield® bags are manufactured 
in the United States of America at 
our Canton, Massachusetts facility. 
See our bags being made live at our 
factory here.

Desco converts a variety of laminated barrier materials into flexible packaging 
solutions at our Canton, MA location. Our resources allow us to manufacture an array 
of ESD packaging solutions. Bag sizes range from 2" x 2" up to 36" x 36". Custom 
printing and other options are available. More information contact us HERE.

Mixed Unsortable Plastic Scrap
   Mixed unsortable plastic scrap shall contain assorted plastics of   
   multiple grades that are co-extruded, bonded or laminated 
   together which are unsortable into individual grades.

Desco’s bags are recyclable

7

- For custom bags with special features including sizes and printing, click HERE.
- See Shielding Bag Storage at TB-7057.

Bags made in USA and UK. Film made in USA and Malaysia.

規準︓ANSI/ESD S20.20および梱包基準ANSI/ESD S541、静電バッグANSI/ESD S11.4の要件に準拠しています。

静電バッグ選定の⽬安

RoHS ２およびREACH、紛争鉱物について
本製品の製造過程において、制限物質であるRoHS 2および2013/06/20
と関連性の⾼いREACH物質、紛争鉱物のどれも意図的に加えられること
はありません。
参照︓欧州連合指令2011/65/EUおよび貴族（EC)No.1907/2006/CE
弊社の保証に関する詳細はこちら

リサイクル可能
サイズや印字内容等の特注をご希望の場合はこちら
保管⽅法に関する詳細はTBJ-7057をご参照ください。

DESCO JAPAN 株式会社
〒289－1115 千葉県⼋街市ほ661-1

TEL:043-309-4470 FAX:043-332-8741
DescoAsia.co.jp

Statshield®静電気防⽌バッグはアメ
リカのマサチューセッツ州カントンの
⼯場で製造されています。⼯場のLIVE
映像がこちらからご覧いただけます。

Descoは、マサチューセッツ州カントンを拠点に、さまざまなラミネート加⼯を施された防⽌素材
を使⽤し、柔軟な梱包材を製造しております。弊社の製造技術により、さまざまなESD梱包問題を
解決することができます。バッグのサイズは、5㎝×5㎝から91㎝×91㎝までバリエーション豊富に
あります。カスタム印刷やその他のオプションもご利⽤いただけます。詳細はこちらからお問い合
わせください。

バッグはアメリカ・イギリス製。フィルムはアメリカ・マレーシア製。

(ANSI/ESD STM11.11 )

(ANSI/ESD STM11.11 )

ANSI/ESD S11.4 Level Level 3 Level 3 Level 5 Level 1 Level 2 Level 2

(ANSI/ESD STM11.31 )

: : ±10%
(MIL-STD-3010 METHOD 1003)

(MIL-STD 3010 2065 )

 MVTR 5.425 <0.00465 <0.31 <0.217

(ASTM F1249 ) (g / m2 / 24 (g / m2 / 24 (g / m2 / 24 (g / m2 / 24

38 ) 38 ) 38 ) 38 )

(FTMS 101C/4046 )

(ASTM E168)

:
( ) 121 190 121 190 121 190 190 246 177 246 177 246

( ) 0.56 3.5 0.56 3.5 0.56 3.5 0.56 3.5 0.56 3.5 0.56 3.5

( ) 0.28 0.55MPa 0.28 0.55MPa 0.28 0.55MPa 0.28 0.55MPa 0.28 0.55MPa 0.28 0.55MPa

Statshield® Statshield®

 >5.44  >5.44  >8.62  >12.25  >9.07  >13.61

 N/A  N/A

 0.0065" (0.1651mm)

 <20nJ  <20nJ  N/A  <10nJ  <10nJ  <10nJ

 0.0030" (0.0762mm)  0.0030" (0.0762mm)  0.0035" (0.0089mm)  0.0040" (0.1016mm)  0.0035" (0.0089mm)

1×10 1×10¹¹

1×10 1×10¹¹ 1×10 1×10¹¹ 1×10 1×10¹¹ 1×10 1×10¹¹ 1×10 1×10¹¹

1×10 1×10¹¹ 1×10 1×10¹¹ 1×10 1×10¹¹ 1×10 1×10¹¹ 1×10 1×10¹¹

Statfree® Statshield®

t=100 m

Statshield®

t=90µm

Statshield®

t=165µm

1×10 1×10¹¹

http://www.descoindustries.com/factories/camera.html?0
https://www.descoasia.co.jp/Contact-info.aspx
https://www.descoindustries.com/PDF/TBJ-7057.pdf
https://www.descoasia.co.jp/DescoJapanCatalog/Package/Shielding-Bags/Statshield-Transparent-Metal-In-Standard-ESD-Shielding-Bags/
https://www.descoasia.co.jp/DescoJapanCatalog/Package/Shielding-Bags/Statshield-Transparent-Metal-Out-ESD-Shielding-Bags/
https://www.descoasia.co.jp/DescoJapanCatalog/Package/Shielding-Bags/Clear-Bags/
https://www.descoasia.co.jp/DescoJapanCatalog/Package/Shielding-Bags/Statshield-Foil-Moisture-Barrier-Bags/
https://www.descoasia.co.jp/DescoJapanCatalog/Package/Shielding-Bags/Statshield-ESD-Moisture-Barrier-Bags/
https://www.descoasia.co.jp/DescoJapanCatalog/Package/Shielding-Bags/High-Moisture-Barrier-Bags/
https://www.descoasia.co.jp/Contact-info.aspx
https://www.descoasia.co.jp/
https://www.descoasia.co.jp/Limited-Warranty.aspx

