Specifications:

Standard Document
ANSI/ESD S20.20

Electrical Properties

<table>
<thead>
<tr>
<th>Property</th>
<th>Typical Values</th>
<th>Test Procedures/Method</th>
</tr>
</thead>
<tbody>
<tr>
<td>Rtt Resistance</td>
<td>$1 \times 10^4$ to $&lt; 1 \times 10^6$ ohms</td>
<td>ANSI/ESD STM7.1.</td>
</tr>
<tr>
<td>Rtg Resistance</td>
<td>$1 \times 10^4$ to $&lt; 1 \times 10^6$ ohms</td>
<td>ANSI/ESD STM7.1.</td>
</tr>
</tbody>
</table>

Physical Properties

Material: Ethylene Propylene Diene Monomer (EPDM)
Thickness: 0.625" (15.5mm)
Color:* Black
Texture:* Bubble Cells

Tolerances:

Width ± 0.250"
Length ± 0.250" every 1 linear foot of running material.

*Color and Texture may vary between lots and mills

For Sizes and Item Numbers, Click Here

Limited Lifetime Warranty:

Desco warrants for one year that Statfree® matting products will be free of defects in materials and workmanship and will guarantee dissipative/conductive mat properties for the life of the mat. Damage to matting caused by misuse of any kind, including using inappropriate cleaners is not covered by Desco Limited Warranty.

RoHS 2, REACH, and Conflict Minerals Statement


See the Desco Limited Warranty: http://desco.descoindustries.com/Limited-Warranty.aspx

See the Desco Disclaimer: http://desco.descoindustries.com/Disclaimer.aspx

RoHS 2, REACH, and Conflict Minerals Statement

See the Desco Industries RoHS 2, REACH, and Conflict Minerals Statement:

See the Desco Limited Warranty:

See the Desco Disclaimer: