Quality 1-Layer Vinyl Worksurface Mat

Quality 1-Layer Vinyl Mats are constructed of homogeneous anti-static vinyl. They are not compatible with workstation continuous monitors. These worksurface mats are recommended for companies not needing to meet ANSI/ESD S20.20 worksurface required limits.

Properties | Typical Value | Test Method |
--- | --- | --- |
Thickness | 0.096" (2.4 mm) ± 10% | |
Color | Blue and Gray | |
Resistance Surface-to-Ground (Rtg) | $1 \times 10^8$ to $< 9 \times 10^{10}$ ohms | ANSI/ESD S4.1 & ESD TR53
Point-to-Point (Rtt) | $1 \times 10^8$ to $< 9 \times 10^{10}$ ohms | ANSI/ESD S4.1 & ESD TR53
Tolerance | Mat Kit Width +/- 0.250" Length +/- 0.250" Width +/- 0.250" Length +/- 0.250" | |

Hardware not included

RoHS 2, REACH, and Conflict Minerals Statement
None of the RoHS 2 restricted materials or REACH substances of very high concern as of 2016/06/20, or Conflict Minerals are intentionally added in manufacturing this product. Ref: European Union Directive 2011/65/EU and Regulation (EC) No. 1907/2006/CE. See SCS Warranty, Limitation of Liability and Remedies.

Specifications and procedures subject to change without notice.